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———— FASTENRUNNER TO ] | | T seaa ‘ [ \‘SEALANT
DECK ABOVE AS REQUIRED BY |
. REQUIRED BY SPECIFICATIONS SPECIIAATIONS Q | i Eﬁggi“/‘R%%NFNDEECTKOABOVE 1S ] FASTEN RUNNER TO EXISTING PARTITION TYPE LEGEND
: REQUIRED BY SPECIFIATIONS FLOOR/ROOF DECK ABOVE AS
| —— CARRY WALLBOARD TO 2 GYPSUM WALLBOARD AT 2A ONLY | ‘ k REQUIRED BY SPECIFICATIONS
ABOVE FINISHED CEILING. CARRY WALLEOARD T0 2 CARRY WALLBOARD TO g I EXISTING PARTITION TO REMAIN WITH ONE HOUR FIRE RATING. CONTRACTOR TO
| ABOVE FINISHED CEILING | | UNDERSIDE OF - T CARRY WALLBOARD TO INSPECT AND SURVEY EXISTING CONDITION OF PARTITION AND PERFORM ALL
METAL RUNNER INSTALLED | | STRUCTURAL SYSTEM bl ' UNDERSIDE OF STRUCTURAL NECESSARY WORK REQUIRED TO ACHIEVE THE FIRE RATING FROM FLOOR TO
BETWEEN STUDS = ) ABOVE, AND SEAL TIGHT - SYSTEM ABOVE AND SEAL TIGHT STRUCTURE ABOVE. CONTRACTOR TO USE MATERIALS IDENTICAL TO EXISTING
, 2 T T &= e — | e—————m — 1 — MATERIALS OR MATERIALS WHOSE INSTALLED PERFORMANCE WILL EQUAL OR
T T =} = ' :‘—T i L SURPASS THAT OF EXISTING MATERIALS.
; | —— FINISHED CEILING 1 ¥ FINISHED CEILING I FINISHED CEILING TYPE A
A FINISHED CEILING | 0 ) ; \
-
\ L SOUND ATTENUATION - SOUND ATTENUATION T SO AL FeNATION EXIST. 1 HOUR FIRE RATED PARTITION
214 FIRE BLANKET ’ ’ FIREBPANKET (SEE NOTE #3 FOR WHERE SOUND
(SEE NOTE #3 FOR WHERE (SEE NOTE #3 FOR WHERE SOUND 0 STTENUATION BLANKET IS
\JT SOUND ATTENUATION ] ‘ ‘ § ATTENUATION BLANKET IS | REOUIRED
1 BLANKET IS REQUIRED) 4 ‘ ‘ 8 REQUIRED) 1 : QUIRED)
| : > :
, : I
————5/8" TYPE X GYPSUM WALLBOARD X ]
} ‘ ‘ ¥ . ‘ ‘ : 5/8" TYPE X GYPSUM WALLBOARD N ‘ K PART'T'ON TYPES GENERAL NOTES
T/\ 5/8" TYPE X GYPSUM WALLBOARD \ 1§ E ; 5/8" TYPE X GYPSUM WALLBOARD
) | .
N 15/8" METAL STUDS @ 16" 0.C. MAX ’ 35/8" METAL STUDS @ 16" O.C. MAX. > . . ] : 6" METAL STUDS @ 16" O.C. MAX. 1. ALL FIRE RATED AND SMOKE BARRIER PARTITIONS MUST BE INSTALLED PER
| /‘ @ 167°0.C.MAX | o SSEMETALSTUDS @ 16"0.C. MAX | 7 THEIR UL DESIGN NUMBERS.
; . ] € 4 .
11 358" METAL TRACK | 15 35/8" METAL TRACK I 6" METAL TRACK 2. INSTALL FIRE SEALANT AROUND THE ENTIRE PERIMETER TO PREVENT THE
1 ; /‘ q PASSAGE OF SMOKE IN ALL RATED AND SMOKE PARTITIONS.
4 UNFINISHED FLOOR SLAB UNFINISHED FLOOR SLAB ! UNFINISHED FLOOR ,, : UNFINISHED
: : : SLAB ] - FLOOR SLAB 3. INSTALL SOUND ATTENUATION BLANKET IN ALL PARTITIONS THAT FORM ANY
| 1 I B I PART OF THE ENCLOSURE OF THE FOLLOWING ROOMS: PATIENT ROOMS, TOILET
= ROOMS, EXAM ROOMS, TREATMENT ROOMS, OFFICES AND MECHANICAL ROOMS.
TYPE 1 TYPE 2 TYPE 5 TYPE 6 THESE PARTITIONS SHALL HAVE 3-1/2" FIBERGLASS BATT SOUND ATTENUATION
BLANKETS AND MEET MINIMUM SOUND TRANSMISSION RATING OF STC 45, USE
om ACOUSTICAL SEALANT AROUND THE ENTIRE PERIMETER ON NON-RATED
SAME AS TYPE 1 EXCEPT 2 1/2" SAME AS TYPE 2 EXCEPT CARRY GYPSUM SMOKE PARTITION STC49 PARTITIONS.
TY P E 1A METAL STUDS TYP E 2A WALLBOARD TO FLOOR/ ROOF DECK ABOVE TY P E 6 B
4. REPLACE 5/8" GYPSUM WALLBOARD WITH 5/8" DENS-SHIELD IN ALL AREAS
SAME AS TYPE 1 EXCEPT HIGH 2 SAME AS TYPE 2 EXCEPT 6" METAL TO RECEIVE CERAMIC TILE. SKIM COAT ENTIRE SURFACE NOT COVER BY TILE.
TYPE 1B IMPACT GWB W/ STUDS @ 12" 0.C. TYPE 2B s @16"0.C.
5. REPLACE 5/8' GYPSUM WALLBOARD WITH 5/8" MOISTURE AND MOLD-
RESISTANT GYPSUM WALL BOARD ON ALL PLUMBING WALL OTHER THAN THOSE
COVERED IN NOTE # 4 ABOVE.
6.  FOR HEIGHTS UP TO AND INCLUDING 14-0" TYPICAL INTERIOR METAL STUDS
) ARE 20 GA. AT 16" 0.C.; FOR HEIGHTS ABOVE 14-0", USE 18 GA AT 16" 0.C.; USE
( = DOUBLE 20 GA. STUDS AT DOORS AND BORROWED LIGHT FRAMES; USE DOUBLE
T s m = P i J \ 18 GA. STUDS AT ICU SLIDING DOORS AND LEAD LINED DOORS AND BORROWED
] | | MSEALANT | ; SEALANT ‘ ‘(}4 / : | FASTEN TO FLOOR/ROOF DECK LIGHT FRAMES.
| | : If I8 1 ] FIRE STOPPING SEALANT ; ABOVE AS REQUIRED BY SPEC.
——— FASTEN RUNNER TO 3 FASTEN RUNNER TO EASTEN RUNNER TO 1 7. NOTIFY ARCHITECT OF WORK TO BE PERFORMED ON EXISTING PARTITIONS
| | FLOOR/ROOF DECK ABOVE AS | Ik FLOOR/ROOF DECK ABOVE AS -l FL OORROOF DECK ABOVE AS g R STOPPING SEALANT g\gngF;)R’\(‘)(\)/ingozR|C|Ne ACCORDING TO UNIT PRICES OUTLINED IN SPECIFICATION
1= CARRY WALLBOARD TO 2 CARRY WALLBOARD TO i i 8. INSTALL SUPPLEMENTARY FRAMING, BLOCKING, AND BRACING IN
« J=————— CARRY WALLBOARD TO : - , ’
| | \ UNDERSIDE OF STRUCTURAL il ‘ UNDERSIDE OF STRUCTURAL i : UNDERSIDE OF STRUCTURAL ‘ FIRE SAFING INSULATION PARTITIONS TO SUPPORT FIXTURES, EQUIPMENT SERVICES, HEAVY TRIM, GRAB
; | | : SYSTEM ABOVE 1l It SYSTEM ABOVE, AND SEAL al 5 SYSTEM ABOVE. AND SEAL TIGHT = BARS, TOILET ACCESSORIES, DOOR HARDWARE, FURNISHINGS, OR SIMILAR
\ : : ToHT , : - CARRY WALLBOARD TO
‘ ‘ |n i , : n UNDERSIDE OF CONSTRUCTION. COMPLY WITH DETAILS INDICATED AND WITH
——— i ; T T —f | 5 h:% I —— | | |-m | STRUCTURAL SYSTEM RECOMMENDATIONS OF "GYPSUM CONSTRUCTION HANDBOOK".
| | LFINISHED CEILING (=t FINISHED CEILING | : \‘ ABOVE, AND SEAL TIGHT 9. WHEN INFILLING OR ABUTTING EXISTING PARTITIONS CONTRACTOR TO ADD
| | | ; 1 . FINISHED CEILING ’ | ——FINISHED CEILING AN ADDITIONAL LAYER OF GYPSUM WALLBOARD TO PARTITION TYPE AND/OR SKIM
1, AN SOUND ATTENUATION Al Nl il X COAT WALL AS REQUIRED TO PROVIDE A FLUSH SURFACE. THICKNESS OF
4 VARIES b SOUND ATTENUATION 478" FIRE BLANKET 178" ——— SOUND ATTENUATION FIRE BLANKET or vagg f\UF'\L"UVg_\lLSLSSé\EgEAND /OR STUD SIZE TOBE DETERMINED INFIELDTO
SEE PLAN FIRE BLANKET (SEE NOTE #3 FOR WHERE ’ , SOUND ATTENUATION L (SEE NOTE #3 FOR WHERE SOUND '
il \ (SSOEENNDO;TET#?NB%FTQ"C’)VHERE N—T SOUND ATTENUATION N—T FIRE BLANKET 2T ATTENUATION BLANKET IS REQUIRED) 10.  EXTEND ALL WALLS TO UNDERSIDE OF STRUCTURE ABOVE. PROVIDE SLIP
| | SLANKET IS REOUIRED il Ik BLANKET IS REQUIRED) i ‘ (SEE NOTE #3 FOR WHERE 2| | TRACK AT TOP OR ANOTHER APPROVED METHOD TO ALLOW FOR A 1"
QUIRED) 4 g SOUND ATTENUATION 23 | DEFLECTION OF THE STRUCTURE.
| | I ,, B BLANKET IS REQUIRED) £k 5/8" TYPE X GYPSUM WALLBOARD
“ - Z \/' .
5/8" TYPE X GYPSUM WALLBOARD 5/8" TYPE X GYPSUM WALLBOARD “ 2| 11, INSTALL LEAD LINING ON SIDE OF PARTITION WHERE RADIATION EMITTING
\ \ | b 5/8" TYPE X GYPSUM WALLBOARD ST EI EQUIPMENT IS LOCATED. LEAD LINING IS NOT REQUIRED ABOVE 70" FROM THE
————35/8" METAL STUDS @ 16" 0.C. MAX. - 35/8" METAL STUDS @ 16" 0.C. MAX. B ] FINISHED FLOOR.
| | | Bl 35/8" METAL STUDS @ 16" 0.C. MAX. | 258" METAL STUDS @ 167 0.
| 3 : @loc 12, LEAD LINING THICKNESS TO BE 1/16" UNLESS OTHERWISE NOTED.
3 5/8" METAL TRACK | I |l 35/8" METAL TRACK 1
| | | ) il ‘ | 1/2" FIRE RETARDANT TREATED PLYWOOD
/ 3 /8" METAL TRACK K FIRE STOPPING SEALANT
i : ] 35/8" METAL RUNNER
‘ UNFINISHED FLOOR SLAB | | | ] UNFINISHED FLOOR SLAB . |
| / S / UNFINISHED FLOOR SLAB il 1/ | | UNFINISHED FLOOR SLAB
3 | ] 4 i I 1 \
1HOUR FIRE TEMPORARY PARTITION
TYPE 7 PLUMBING CHASE TYPE 9 SMOKE PARTITION TYPE 10
RATED WALL UL DES U465/U419 TYPE T
STC 49 STC 49
TYPE 7A  SAVEASTYPE7BUT SMOKE PARTITION TYPE 9A  saueastyregexcepr 6 stuns TYPE 10A g e CONSTRUCT PARTITION TO BE SOLID AND SEALED AT ENTIRE
UL DES U465/U419 PERIMETER TO PREVENT THE TRANSMISSION OF DUST
STC 49 STC 49
\/\ L 1-41/4" L
YA — STRUCTURAL STEEL PLATE 1 |
¥ ] vA ; 35/8" METAL STUDS @ 16" O.C. VD 35/8" METAL STUDS @ 16" O.C.
~F ) ) 3 5/8" TYPE X GYPSUM . s MAX. MAX.
: 35/8" METAL STUDS @ 16" O.C. . ’ WALLBOARD ‘
J | \ MAX. 3 L 1 5/8" TYPE X GYPSUM \ —1 5/8" TYPE X GYPSUM
| F : M 1 't 1 WALLBOARD 1 i 1 WALLBOARD
T 1 ) - aw—— 3 LAYERS 5/8" TYPE X GYPSUM 1 : X I E— A
1 1 GREATER THAN _ 58"TYPEXGYPSUM = BOARD T T j/ —— m—§ & ,ﬁ/
| | 12 WALLBOARD \ 1 F 15/8" METAL STUDS @ 16" O.C. 1 M 15/8" METAL STUDS @ 16" O.C.
S S < i LESS THAN 15/8" METAL STUDS @ 16" 0.C. 1 I MAX. 1 | MAX.
1t 15/8" METAL STUDS @ 16" O.C. 1 H @ MAX. 1 F X
11 T MAX. > 1 | > : < BREAK METAL GAUGE AND > : < BREAK METAL GAUGE AND
1 1] T F ; FINISH TO MATCH WINDOW 1 4 FINISH TO MATCH WINDOW
AN BREAK METAL GAUGE AND = BREAK METAL GAUGE AND L FRAME L -] FRAME
FINISH TO MATCH WINDOW FINISH TO MATCH WINDOW
FRAMEENE SEAL i FRAME ~_ ~
A L ] NEOPRENE SEAL J L ALUMINUM THERMAL BREAK HE= ALUMINUM THERMAL BREAK
=S ALUMINUM THERMAL BREAK ~—] WINDOW FRAMES WINDOW FRAMES
WINDOW FRAMES ALUMINUM THERMAL BREAK
WINDOW FRAMES
DETAIL @ WINDOW INTERSECTION (GREATER THAN 12 IN.) DETAIL @ WINDOW INTERSECTION (LESS THAN 12 IN.) DETAIL @ WINDOW INTERSECTION DETAIL @ WINDOW INTERSECTION AND PLUMBING CHASE
E4 n 1 " E5 n 1 " E7 n 1 " E8 n 1 \l
11/2"=1-0 11/2"=1-0 11/2"=1-0 11/2"=1-0
I 2'-0" MAXIMUM FOR FULL % 2'-0" MAXIMUM FOR FULL I CONT 22 GA 3" DEEP LEG
) . 5 35/8" METAL STUDS @ 16" 0.C. MAX. DEFLECTION TRACK ATTACH TO
\ DECK AT 12" OC MAX
| HEIGHT METAL STUDS m HEIGHT METAL STUDS CONT 22 GA 3 DEEP METAL BRACKET
ﬂ 12" MAX. (TYP N/TF SEAL PENETRATIONS W/TESTED LEG DEFLECTION — — —
) - (TYP) VTl "THROUGH-PENETRATION TRACK ATTACHTO  f% ., o - << L.~ METAL BRACKET - NOTE:
NEY i it 1l FIRESTOP SYSTEM" DECK AT 12" OC MAX T AT e L ’ REFER TO UL LISTING FOR
\ 2" MAX. (TYP.) h METAL RUNNER R PP TE o 7| NOTE: COMPLETE ASSEMBLY
| . BEHIND GYPSUM - = REFER TO UL LISTING FOR REQUIREMENTS
ﬁ | WALLBOARD N FILLDECKFLUTE ———— | [3 COMPLETE ASSEMBLY
W 2 TT—"T] RECESS WITH — = === | REQUIREMENTS
3 ' MINERAL WOOL 1 ﬁl 4 FILL GAP BETWEEN SLAB SPRAY APPLIED FIRESTOP MATERIAL
I NON COMBUSTIBLE PIPE. OR CONDUIT INSULATION VA SPRAY APPLIED FIRESTOP AND TOP OF WALL WITH i : EACH SIDE - MIN 1/2" OVERLAP AT
/\/ e VA A i T A S 2 MINERALWOOLINSULATION =1 [{| I GYP BD AND DECK
\ PACK TIGHTLY WITH SAFING gg ggTS¢L1JI_Zr)é(:TI-|OGYP | N o 2 VPEX i DONOT ATTACH GYP BD OR
. 1" MIN. (TYP.) | INSULATION FULL DEPTH OF DEFLECTION TRACK IN 1 1§ CONT 2" WIDE X 22 GAMTL STRAP - ATTACH ] | II¢ STUDS TO DEFLECTION TRACK IN
| WALL AND COMPLY WITH THE ' THIS AREA | \ 22 GAMTL STRAP - ATTACH GYP GYPBD TO STRAP AT 8" OC THIS AREA
y NOTES: ‘ BD TO STRAP AT 8" OC MAX MAX g i
‘ i MOST STRINGENT OF 2004 FBC 1.IF ANY PIPES ARE TO BE INSULATED, DO NOT RUN INSULATION THROUGH A | [—S X [—
4 ‘ RATED AND/OR RATED SMOKE WALL. AFTER SEALING PENETRATIONS
| AROUND PIPE THROUGH WALL WITH "THROUGH PENETRATION FIRESTOP FLUTED STEEL DECK/CONCRETE FLOOR OR ROOF FLUTED STEEL DECK/CONCRETE FLOOR OR ROOF
SYSTEM", FLARE INSULATION ONTO FACE OF WALL AROUND PIPE ON BOTH PERPENDICULAR OR DIAGONAL TO FLUTES PARALLEL TO FLUTES
— S — = ~— NONCOMBUSTIBLE CONDUIT SIDES OF WALL, AND SEAL TO FACE OF WALL WITH INSULATION MASTIC.
‘ OR PIPING 2. COMBUSTIBLE CONDUIT AND/OR PIPE IS NOT ALLOWED ONE HOUR FIRE RATED AND ONE HOUR ONE HOUR FIRE RATED AND ONE HOUR
- | 3. THIS IS A TYPICAL ARRANGEMENT. REPEAT THIS PROCEDURE AS NEEDED TO CHW-D. CHW-D.
\ ACCOMODATE ALL NONCOMBUSTIBLE CONDUIT AND PIPE PENETRATIONS FIRE RATED SMOKE BARRIER UL-HW-D FIRE RATED SMOKE BARRIER UL-HW-D
‘ THROUGH THE WALLS. 0107 0107
\
] 1-4" MAX. (TYP.) /\/ Lr
: / =z PIPE PENETRATION DETAIL =, PARTITION HEAD DETAILS 2 =5 PARTITION HEAD DETAILS
¢ 11/2"=1-0" 11/2"=1-0" 11/2"=1-0"
TYPICAL MULTIPLE NONCOMBUSTIBLE CONDUIT OR PIPE PENETRATION THROUGH RATED FIRE
£ WALLS AND/OR RATED SMOKE WALLS l 55 U ED FO R B l D
112'=10" NOTE: SEE SHEET AE-002 FOR ALTERNATES
C O N S U LT ANT S P R O J E CT M AN A G E R . Project Number Scale Drawing Title Project Title VA Project Number
: . 3627 As indicated -CSI-
PARTITION TYPES RENOVATE BUILDING 69 542-CSI-203 |
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1400 Black Horse Hill, Coatesville, PA
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